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1
6
-O

C
T

-2
0
1
5
 1

3
:4

7
R

:\
R

o
a
d

w
a
y

\P
r
o

j\
B

-
5

3
9

5
_

R
d

y
_

ty
p

.d
g

n
$
$
$
$
U

S
E

R
N

A
M

E
$
$
$
$

.02

3’

-L- STA 24+ 00.00 TO STA 24+ 75.00

-L- STA 18+ 25.00 TO STA 20+ 00.00

NOTE: MILLING REQUIRED FOR PAVEMENT TIE-IN
      -L- STA. 18+ 25.00 TO STA. 19+ 50.00 
      -L- STA. 24+ 00.00 TO STA. 24+ 75.00

      -L- STA. 18+ 25.00 TO STA. 18+ 75.00
VAR. 19.5’ TO 20.8’

      -L- STA. 24+ 25.00 TO STA. 24+ 75.00

-L- STA 20+ 00.00 TO STA 24+ 00.00

* 4’ PAVED SHOULDER AT GUARDRAIL LOCATIONS

-DRV1- STA 10+ 10.00 to 10+ 50.00

-DRV2- STA 10+ 10.00 to 10+ 50.08

GRADE TO THIS LINE
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WITH TYPICAL SECTION No. 2
USE INSET A IN CONJUNCTION

SEE PLANS FOR LOCATIONS
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NOTE: PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE.
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GRADE TO THIS LINE
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TYPICAL SECTION NO.  1

TYPICAL SECTION NO.  2

TYPICAL SECTION NO.  3

3’

7’ w/GR

SEE X-SECTIONS
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CL-DRV2-
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2:1 4:1

USE TYPICAL SECTIO N NO. 3

USE TYPICAL SECTIO N NO. 2

USE TYPICAL SECTIO N NO. 1

-L- (SR 1538)

2:1 4:1
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W edging Detail

C1
C2

CL-L-

U

E2 E2

3" MIN. 3" MIN.

C1

-L- (SR 1538)

7’ w/GR

NOTE: TRANSITION FROM EXISTING TO T.S. NO. 1

NOTE: TRANSITION FROM T.S. NO. 1 TO EXISTING

SEE X-SECTIONS
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DOCU M ENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES CO M PLETED

P
RO

FESSIONA
L

ENGINEER

NO
RT

H CAROLINA

SEAL

039819

D
R

A

WYEH .T 
AY

N

O
T

A
L

PROP. VAR. DEPTH ASPHALT CONCRETE BASE COURSE, TYPE B25.0B,

AT AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" DEPTH. TO

BE PLACED IN LAYERS NOT LESS THAN 3" IN DEPTH OR GREATERE2

AT AN AVERAGE RATE OF 627 LBS. PER SQ. YD.E1

W

T

U EXISTING PAVEMENT

R SHOULDER BERM GUTTER

PROP. APPROX. 5� " ASPHALT CONCRETE BASE COURSE, TYPE B25.0B,

P A V E M E N T   S C H E D U L E

PROP. VAR. DEPTH ASPHALT CONCRETE SURFACE COURSE, TYPE SF9.5A,

AT AN AVERAGE RATE OF 110 LBS. PER SQ. YD. PER 1" DEPTH. TOC2

WEDGING (SEE WEDGING DETAIL)

EARTH MATERIAL

THAN 5� " IN DEPTH

BE PLACED IN LAYERS NOT TO EXCEED 1� " IN DEPTH

PROP. APPROX. 3" ASPHALT CONCRETE SURFACE COURSE, TYPE SF9.5A, 

AT AN AVERAGE RATE OF 165 LBS. PER SQ. YD. IN EACH OF TWO 

LAYERS
C1
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